WHAT I CLAIMED IS: 



1. A decorative tree lamp, including: 

long trunk: composed of many short pipes, the height of tree 
lamp being adjustable by the number of the short pipe, said short 
pipe on the long trunk providing with one or more connecting rings 
to connect with many branches; 

base frame; using a supporting surface to erect the base 
frame and having a center axle to support long trunk to stand up 
right straight; 

multiple branches: connected one end with the connecting ring 
on the short pipe, to use the connecting ring as the base point, 
the other end of the branch being the center of the trunk to be 
able to stretch out to form a tree shape and also able to be folded 
up to reduce the volume; 

single or multiple sets of light strings: composed of many lamp 
bulbs, lamp holders, electrical conductors and receptacles, to use 
the fixed device to fix them on the branches to establish tree light 
strings. 

2. A decorative tree lamp as claimed in claim 1, wherein the 
branch being a single pillar as well as extending to sub-branches. 

3. A decorative tree lamp as claimed in claim 1, wherein the 
branch being multiple pillars twisting and extending to 
sub-branches. 

4. A decorative tree lamp as claimed in claim 1, wherein the 
light string connected single electrical conductor with lamp holder 



and lamp bulb. 

5. A decorative tree lamp as claimed in claim 4, wherein the 
light string using non-electrical connector to twist and wind the 
electrical conductor and to fix on the branches, also the 
decorative golden scallions being attached to the non-electrical 
connector. 

6. A decorative tree lamp as claimed in claim 1, wherein the 
light string to use multiple electrical conductors connected with 
lamp holder and lamp bulb as well as twisting and winding each 
other. 

7. A decorative tree lamp as claimed in claim 1, wherein the 
fixed device of C-clip being used to clip and fix the electrical 
conductor and branches. 

8. A decorative tree lamp as claimed in claim 1, wherein the 
fixed device being twisted and fixed by the electrical conductor on 
the branches. 

9. A decorative tree lamp as claimed in claim 1, wherein the 
fixed device by using non-electrical connector to twist and wind 
the electrical conductor and to fix on the branches, also the 
decorative golden scallions being attached to the non-electrical 
connector. 

10. A decorative tree lamp as claimed in claim 1, wherein the 
fixed device of a movable clip being used to fix and fasten the 
electrical conductor and branches tightly. 

11. A decorative tree lamp as claimed in claim 10, wherein the 
movable clip having two concave arms with hollow trough toward 

IS 



inner, a slice between the arms, the end of one arm having a hole, 
and the end of the other arm having a hook flange, to use the slice 
as curve line to fold up toward inner, to clip the electrical 
conductor and branch to be located at hollow trough, the upside 
hook flange being to go through to the hole on the other end, and 
the flange to be fastened tightly on the hole rim prevented it from 
loosing. 

12. A decorative tree lamp as claimed in claim 1, wherein the 
fixed device used to fix single or multiple electrical conductors 
and single or multiple pillars together so as not to loose. 

13. A decorative tree lamp as claimed in claim 1, wherein the 
lamp holder of the light string being cylinder, said lamp holder 
being connected with electrical conductor, after the fixed device 
being fixed with electrical conductor, the decorative tree lamp to 
be suspended freely in the air as wish. 

14. A decorative tree lamp as claimed in claim 1, wherein the 
fixed device to use the fixed cover connecting the branch tail, and 
the cover hole fixed tightly on the lamp holder. 

15. A decorative tree lamp as claimed in claim 14, wherein the 
fixed cover with one end having a hole, the branch tail being to go 
through the hole to connect and fix tightly, the other end having a 
cover hole, and its edge having a gap, when it fitted into the lamp 
holder, the elasticity being to fit the lamp holder tightly so as not 
to fall off easily. 

16. A decorative tree lamp as claimed in claim 1, wherein the 
surrounding edge of the circumference of the lamp holder having a 
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hook, able to individually or simultaneously hook the electrical 
conductor, non-electrical connector or branch, to let lamp holder 
and lamp bulb be fixed on the position or direction. 

17. A decorative tree lamp as claimed in claim 1, wherein the 
single circuit loop or many sets of single circuit loop of light string 
being used to connect the power in receptacle simultaneously or 
individually. 

18. A decorative tree lamp as claimed in claim 1, wherein the 
single circuit loop or many sets of single circuit loop of light string 
being used to connect the power in receptacle simultaneously or 
individually. 

19. A decorative tree lamp as claimed in claim 1, wherein the 
light string having attached protection device, transformer or 
functional control device to increase the decoration functionality. 

20. A decorative tree lamp as claimed in claim 1, wherein the 
branch being metal threads able to be bent. 

21. A decorative lamp tree including: 

long trunk: composed of many short pipes, the height of tree 
lamp can be adjustable by the number of the short pipe, the short 
pipe has one or many connecting rings to connect with branches; 

base frame: having many supporting frames and the center of 
the frames used as axle to support long trunk to stand up right 
straight; 

multiple branches: the base part of the branch to form a round 
shape and a hole on the central part between two vanes, to use 
the pin from one end of the vane going through its hole, then 
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going through the hole of the base part of branch to another hole 
of the vane, the pin being fixed and the pin being used as an axle 
to make branches stretch out to form a tree shape and also fold 
up to reduce the volume; 

single or multiple sets of light strings: composed of many lamp 
bulbs, lamp holders, electrical conductors and receptacles, to use 
the fixed device to fix them on the branches to establish tree light 
strings. 
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